Tender Descriptions
One-Way Loudspeakers
M 52 Active Control Monitor
One-way 40 W amplifier with thermal protection, can be operated on 80-240 V AC mains power or 12-20 V DC source. 3” full-range neodymium magnet driver, magnetically shielded, tuned for near-field use. Compact all-aluminum painted (anthracite) cabinet with robust metal grille (black). Removable front panel volume knob and transformer-balanced 10 kOhm floating input on an XLR-F connector. Maximum SPL is 103 dB at 1 m (3% distortion), pass-field frequency response 90 Hz - 20 kHz (±5 dB). Self-generated noise level <0 dB(A) at 1 m. Cabinet volume 1.8 liters, dimensions 173 x 120 x 116 mm (6 6/8" x 4 3/4" x 4 5/8"), and weight 2.1 kg (4lb 8oz). Mountable in a rack, on a 3/8" threaded microphone stand, on a wall, or on a meter bridge.

M 52 D Active Control Monitor, with digital input

One-way integral 40 W amplifier with thermal protection, can be operated on 80-240 V AC mains power or 12-20 V DC source. 3” full-range neodymium magnet driver, magnetically shielded, tuned for near-field use. Compact all-aluminum painted (anthracite) cabinet with robust metal grille (black). Removable front panel volume knob and transformer-balanced 10 kOhm floating input on an XLR-F connector. 24-bit, 96 kHz digital input on XLR-F and BNC connectors and analog on XLR. Accepts AES3, AES3-id and S/P-DIF formats. Daisy-chained monitoring is possible using the BNC connection. Front panel rotary switch selects the signal source. Maximum SPL is 103 dB at 1 m (3% distortion), pass-field frequency response 90 Hz - 20 kHz (±5 dB). Self-generated noise level <0 dB(A) at 1 m. Cabinet volume 1.8 liters, dimensions 173 x 120 x 116 mm (6 6/8" x 4 3/4" x 4 5/8"), and weight 2.1 kg (4lb 8oz). Mountable in a rack, on a 3/8" threaded microphone stand, on a wall, or on a meter bridge.

Two-Way Loudspeakers
P 110 Passive Nearfield Monitor

Two-way passive monitor. Magnetically shielded 1” metal dome tweeter and 5 1/2” composite-sandwich membrane woofer. Compact cabinet molded from LRIM with waveguide integrated into the front baffle. Speakon and terminal connectors. Second/third-order passive crossover with treble driver multifuse protection and four-position “Mid” acoustical control. Maximum SPL is 111.5 dB at 1 m (3% distortion), pass band frequency response 72 Hz - 24 kHz (-3 dB) and sensitivity 87 dB/W/m. Cabinet volume 6.5 liters, dimensions 165x 270 x 195 mm (6 1/2” x 10 5/8” x 7 3/4”), and weight 5.0 kg (11 lb). Two M8 threads on rear panel for attaching to K+H mounting hardware. Standard cabinet colors: RAL 7021 (grey), RAL 9006 (silver), and other RAL colors available on request.

O 110 Active Nearfield Monitor

Two-way bi-amplified monitor with thermally protected 80 + 80 W amplifiers. Magnetically shielded 1” metal dome tweeter and 5 1/2” composite-sandwich membrane woofer. Compact cabinet molded from LRIM with waveguide integrated into the front baffle. 14 kOhm or floating transformer-balanced versions on XLR-F with ground lift. Fourth-order crossover, and four-position “Bass” and “Mid” acoustical controls. Independent low/high limiters. Maximum SPL is 107.7 dB at 1 m (3% distortion), pass band frequency response 56 Hz - 24 kHz (-3 dB). Self-generated noise level <0 dB(A) at 1 m. Cabinet volume 6.5 liters, dimensions 165x 270 x 195 mm (6 1/2” x 10 5/8” x 7 3/4”), and weight 5.0 kg (11 lb). Two M8 threads on rear panel for attaching to K+H mounting hardware. Standard cabinet colors: RAL 7021 (grey), RAL 9006 (silver), and other RAL colors available on request.
O 110 D Active Nearfield Monitor

Two-way bi-amplified monitor with thermally protected 80 + 80 W amplifiers. Magnetically shielded 1” metal dome tweeter and 5 1/2” composite-sandwich membrane woofer. Compact cabinet molded from LRIM with waveguide integrated into the front baffle. 14 kOhm electronic-balanced input on XLR-F connector with ground lift. 24-bit, 96 kHz digital input on XLR-F and BNC connectors and analog on XLR-F. Accepts AES3, AES3-id and S/P-DIF formats. Daisy-chained monitoring is possible using the BNC connection. Fourth-order crossover, and four-position “Bass” and “Mid” acoustical controls. Independent low/high limiters. Maximum SPL is 107.7 dB at 1 m (3% distortion), pass band frequency response 56 Hz - 24 kHz (-3 dB). Self-generated noise level <0 dB(A) at 1 m. Cabinet volume 6.5 liters, dimensions 165x 270 x 195 mm (6 1/2” x 10 5/8” x 7 3/4”), and weight 5.0 kg (11 lb). Two M8 threads on rear panel for attaching to K+H mounting hardware. Standard cabinet colors: RAL 7021 (grey), RAL 9006 (silver), and other RAL colors available on request.

Three-Way Loudspeakers
O 300 Active Nearfield Monitor

Three-way tri-amplified monitor with thermally protected 110 + 75 + 250 W amplifiers. Magnetically shielded 1” metal dome tweeter, 3” soft dome midrange and 8 1/4” polypropylene woofer. Compact cabinet molded from LRIM and low-resonance materials with waveguide integrated into the front baffle. 14 kOhm electronic-balanced input on XLR-F with ground lift. 4th order crossover, and four-position “Bass”, “Low-Mid” and “Treble” acoustical controls. Independent low/mid/high and excursion limiters. Maximum SPL is 112.8 dB at 1 m (3% distortion), pass band frequency response 35 Hz - 24 kHz (-3 dB). Self-generated noise level <0 dB(A) at 1 m. Cabinet volume 18.3 liters, dimensions 253 x 383 x 290 mm (10” x 15 1/8” x 11 3/8”), and weight 14.0 kg (30.8 lb). Two M8 threads on side panel for attaching to K+H mounting hardware and rear panel bracket. Optional metal grille. Standard cabinet colors: RAL 7021 (grey), RAL 9006 (silver), and other RAL colors available on request.

O 300 D Active Nearfield Monitor

Three-way tri-amplified monitor with thermally protected 110 + 75 + 250 W amplifiers. Magnetically shielded 1” metal dome tweeter, 3” soft dome midrange and 8 1/4” polypropylene woofer. Compact cabinet molded from LRIM and low-resonance materials with waveguide integrated into the front baffle. 14 kOhm transformer-balanced input on XLR-F with ground lift. 24-bit, 96 kHz digital input on XLR-F and BNC connectors and analog on XLR-F. Accepts AES3, AES3-id and S/P-DIF formats. Daisy-chained monitoring is possible using the BNC connection. 4th order crossover, and four-position “Bass”, “Low-Mid” and “Treble” acoustical controls, or external DSP processing connected using a multipin direct input. Independent low/mid/high and excursion limiters. Maximum SPL is 112.8 dB at 1 m (3% distortion), pass band frequency response 35 Hz - 24 kHz (-3 dB). Self-generated noise level <0 dB(A) at 1 m. Cabinet volume 18.3 liters, dimensions 253 x 383 x 290 mm (10” x 15 1/8” x 11 3/8”), and weight 14.0 kg (30.8 lb). Two M8 threads on side panel for attaching to K+H mounting hardware and rear panel bracket. Optional metal grille. Standard cabinet colors: RAL 7021 (grey), RAL 9006 (silver), and other RAL colors available on request.

Large Loudspeakers
O 410 Active Midfield Monitor

Three-way tri-amplified monitor with thermally protected 210 + 190 + 400 W remotable amplifiers. Magnetically shielded 1” metal dome tweeter, 3” soft dome midrange and 10” woofer. Robust cabinet molded from LRIM and low-resonance materials with field-rotatable waveguide integrated into the front baffle. 13 kOhm electronic-balanced input on XLR-F with ground lift and optional 4.7 kOhm transformer-balanced input module. Optional 24-bit, 192 kHz digital input on XLR-F and BNC connectors and video sync delay. 4th order crossover, and four-position “Bass”, “Mid”, “Treble” and parametric EQ acoustical controls. Independent low/mid/high and excursion limiters. Maximum SPL is 120.0 dB at 1 m (3% distortion), pass band frequency response 30 Hz - 24 kHz (-3 dB). Self-generated noise level <5 dB(A) at 1 m. 12 V trigger remote power on. Cabinet volume 42.0 liters, dimensions 645 x 330 x 444 mm (25 3/8” x 13” x 17 1/2”), and weight 36.0 kg (79.4 lb). Eight M5 threads on rear panel for attaching to K+H mounting hardware. Optional metal grille. Standard cabinet colors: RAL 7021 (grey) and RAL 9006 (silver).
O 500 C Active Main Monitor

Three-way tri-amplified monitor with thermally protected 360 + 280 + 500 W remotable amplifiers. Magnetically shielded 1” metal dome tweeter, 3” soft dome midrange and 12” woofer. Robust cabinet molded from LRIM and low-resonance materials with rotatable waveguide integrated into the front baffle. 10 kOhm electronic-balanced input and 14 kOhm transformer-balanced input on XLR-F with ground lift. 24-bit stacked, 44.1/48 kHz digital input on XLR-F and BNC connectors. Accepts AES3, AES3-id and S/P-DIF formats. Daisy-chained monitoring is possible using the BNC connector. Four-way DSP FIR crossover with up to 1 second of delay, 10-band parametric EQ acoustical control set and front panel display with IR remote control. Independent low/mid/high and excursion limiters. XLR subwoofer output for external amplified O 900. Maximum SPL is 123.4 dB at 1 m (3% distortion), pass band frequency response 27 Hz - 20 kHz (-3 dB). Self-generated noise level <5 dB(A) at 1 m. Cabinet volume 80.0 liters, dimensions 750 x 400 x 447 mm (29 1/2” x 15 3/4” x 17 5/8”), and weight 65.0 kg (143.2 lb). Two M20 threads on side panel and one M20 thread on base for attaching to K+H mounting hardware. Optional metal grille. Standard cabinet colors: RAL 7021 (grey) and RAL 9006 (silver).

Subwoofers
O 800 Active Subwoofer

Active subwoofer with thermal protected 185 W remotable amplifier. Magnetically shielded 10” woofer with driver protection limiter. Robust cabinet using low-resonance materials and metal grille. 3.0 bass manager. Three 20 kOhm electronic-balanced inputs on XLR-F and three electronic-balanced outputs on XLR-M. 4th order 90 Hz crossover, phase control, Low Cut acoustical control. Maximum SPL is 111.8 dB at 1 m (3% distortion), pass band frequency response 27 Hz - 100 Hz (-3 dB). Self-generated noise level <0 dB(A) at 1 m. Cabinet volume 32.3 liters, dimensions 360 x 320 x 510 mm (14 1/8” x 12 5/8” x 20 1/8”), and weight 25.0 kg (55.1 lb). Standard cabinet colors: RAL 7021 (grey) and RAL 9006 (silver).

O 810 Active Subwoofer

Active subwoofer with peak and thermal protected 200 W remotable amplifier. Magnetically shielded 10” woofer with driver protection limiter. Robust cabinet using low-resonance materials and metal grille. 7.1 High Definition Bass Management with volume control (with SRC 1, SRC 2 or RS-232) and four-mode LFE handling. Eight 13 kOhm electronic-balanced inputs on XLR-F with ground lift and eight electronic-balanced outputs (7 + Sum Out) on XLR-M. Optional quad 24-bit, 192 kHz digital input module with XLR-F and BNC connectors and video sync delay. 4th order 80 Hz crossover, eight-step phase control, Low Cut and parametric EQ acoustical controls. Maximum SPL is 110.7 dB at 1 m (3% distortion), pass band frequency response 18 Hz - 300 Hz (-3 dB). Self-generated noise level <0 dB(A) at 1 m. 12 V trigger remote power on. Cabinet volume 41.5 liters, dimensions 360 x 330 x 645 mm (14 1/8” x 13” x 25 3/8”), and weight 26.0 kg (57.2 lb). Standard cabinet colors: RAL 7021 (grey) and RAL 9006 (silver).

O 870 Active Subwoofer

Active subwoofer with peak and thermal protected 400 W remotable amplifiers. Magnetically shielded dual 10” woofers with driver protection limiter. Robust cabinet using low-resonance materials and metal grilles. 7.1 High Definition Bass Management with volume control (with SRC 1, SRC 2 or RS-232) and four-mode LFE handling. Eight 13 kOhm electronic-balanced inputs on XLR-F with ground lift and eight electronic-balanced outputs (7 + Sum Out) on XLR-M. Optional quad 24-bit, 192 kHz digital input module with XLR-F and BNC connectors and video sync delay. 4th order 80 Hz crossover, eight-step phase control, Low Cut and parametric EQ acoustical controls. Maximum SPL is 116.7 dB at 1 m (3% distortion), pass band frequency response 18 Hz - 300 Hz (-3 dB). Self-generated noise level <0 dB(A) at 1 m. 12 V trigger remote power on. Cabinet volume 86.0 liters, dimensions 735 x 330 x 645 mm (28 7/8” x 13” x 25 3/8”), and weight 47.1 kg (103.6 lb). Top plate flange for attaching to K+H mounting hardware. Standard cabinet colors: RAL 7021 (grey) and RAL 9006 (silver).

O 900 Passive Subwoofer

Passive subwoofer with magnetically shielded dual 12” woofers. Robust cabinet using low-resonance materials. Two Speakon connectors. Acoustical control by DSP controller in O 500 C or Pro C 28. Maximum SPL is 116.4 dB at 1 m (3% distortion), pass band frequency response 15 Hz - 220 Hz (-3 dB). Cabinet volume 120.0 liters, dimensions 950 x 400 x 512 mm (37 3/8” x 15 3/4” x 20 1/8”), and weight 52.0 kg (114.5 lb). Top plate flange for attaching to K+H mounting hardware. Standard cabinet colors: RAL 7021 (grey) and RAL 9006 (silver).

Cables

CMK 5 Controller Multicore Cable
Features: High quality signal cable for connecting an O 300 D to a Pro C 28. Carries balanced-line signals for the bass midrange and treble channels.
Connectors: Neutrik 5-pin XLR-F and XLR-M

Length: 5 m
Suitable for: O 300 D / C 28 Pro
Brand: Klein + Hummel CMK 5
CP 2, CP 5, CP 10, CP 15, CP 20, CP 25, and CP 30 Cable Pack

Features: A metal 8-pole Speakon terminated flame-retardant cable, and a metal EtherCon terminated flame-retardant CAT-5 cable for connecting a Remote Electronics Kit to a loudspeaker cabinet.

Connectors: Neutrik NLT8FX and Neutrik NE8MC

Length: 2, 5, 10, 15, 20, 25, or 30 m
Cable: 2.5mm2 (14AWG) or, for CP 25 and CP 30, 4mm2 (12AWG)

Suitable for: O 410 / REK 1
Brand: Klein + Hummel CP 2, CP 5, CP 10, CP 15, CP 20, CP 25, and CP 30

RC 2, RC 5, RC 10, RC 15, RC 20, RC 25, and RC 30 Remote Cable

Features: A metal EtherCon, “FRNC” (flame retardant and non corrosive) CAT-5 cable for connecting the Remote Controls to 7.1 HD Bass Managers.

Connectors: Neutrik NE8MC

Length: 2, 5, 10, 15, 20, 25, or 30 m
Suitable for: O 810 and O 870 / SRC 1, SRC 2, and SEA 1

Brand: Klein + Hummel RC 2, RC 5, RC 10, RC 15, RC 20, RC 25, and RC 30

SC 2, SC 5, SC 10, SC 15, SC 20, SC 25, and SC 30 Subwoofer Cable

Features: A metal 4-pole Speakon terminated, “FRNC” (flame retardant and non corrosive), cable for connecting the Remote Electronics Kit to the subwoofer.

Connectors: Neutrik NLT4FX

Length: 2, 5, 10, 15, 20, 25, or 30 m
Cable: 2.5mm2 (14AWG) or, for SC 25 and SC 30, 4mm2 (12AWG)

Suitable for: O 810 and O 870 / REK 2

Brand: Klein + Hummel SC 2, SC 5, SC 10, SC 15, SC 20, SC 25, and SC 30

Flight Cases

FM 52 Flight Case
Features: A flight case for use when storing or regularly transporting a pair of loudspeakers between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches and two handles. Additional internal space for cables.
Color: Black

Suitable for: M 52 and M 52 D

Brand: Klein + Hummel FM 52
FO 110 Flight Case
Features: A flight case for use when storing or regularly transporting a pair of loudspeakers between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches and two handles. Additional internal space for cables.
Color: Black

Suitable for: O 110, O 110 D and P 110
Brand: Klein + Hummel FO 110

FO 300 Flight Case
Features: A flight case for use when storing or regularly transporting the loudspeaker between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches and two handles.
Color: Black
Suitable for: O 300 and O 300 D

Brand: Klein + Hummel FO 300

FO 410 Flight Case
Features: A flight case for use when storing or regularly transporting the loudspeaker between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches, two handles, two wooden runners, and four wheels (two fixed, two steerable with brakes).
Color: Black

Suitable for: O 410

Brand: Klein + Hummel FO 410

FO 500 Flight Case
Features: A flight case for use when storing or regularly transporting the loudspeaker between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches, two handles, two wooden runners, and four wheels (two fixed, two steerable with brakes).
Color: Black

Suitable for: O 500

Brand: Klein + Hummel FO 500

FO 800 Flight Case
Features: A flight case for use when storing or regularly transporting the subwoofer between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches, two handles, and four wheels (two fixed, two steerable with brakes).

Color: Black

Suitable for: O 800

Brand: Klein + Hummel FO 800

FO 810 Flight Case
Features: A flight case for use when storing or regularly transporting the subwoofer between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches, two handles, and four wheels (two fixed, two steerable with brakes).
Color: Black

Suitable for: O 810

Brand: Klein + Hummel FO 810

FO 870 Flight Case
Features: A flight case for use when storing or regularly transporting the subwoofer between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches, two handles, two wooden runners, and four wheels (two fixed, two steerable with brakes).
Color: Black

Suitable for: O 870

Brand: Klein + Hummel FO 870

FO 900 Flight Case
Features: A flight case for use when storing or regularly transporting the subwoofer between locations. Edges and corners reinforced with aluminum profiles, lined with specially-designed impact absorbing foam, four butterfly catches, two handles, two wooden runners, and four wheels (two fixed, two steerable with brakes).
Color: Black

Suitable for: O 900

Brand: Klein + Hummel FO 900

6URACK Flight Case
Features: A 6U flight case with 4U of space for 19” equipment. Includes a 2U draw. Edges and corners reinforced with aluminum profiles, four butterfly catches, and two handles.

Color: Black

Suitable for: Pro M 1012, Pro C 28

Brand: Klein + Hummel 6URACK

Grilles

GO 300 Metal Grille
Features: Robust metal grille to protect the drivers of an O 300 or O 300 D

Material: Painted Steel

Color: Black (RAL 9005) or Silver (RAL 9006)
Suitable for: O 300 and O 300 D
Brand: Klein + Hummel GO 300
GO 410 Metal Grille
Features: Robust metal grille to protect the drivers of an O 410

Material: Painted Steel

Color: Black (RAL 9005) or Silver (RAL 9006)

Suitable for: O 410

Brand: Klein + Hummel GO 410

GO 500 Metal Grille
Features: Robust metal grille to protect the drivers of an O 500 C

Material: Painted Steel

Color: Black (RAL 9005)

Suitable for: O 500 C

Brand: Klein + Hummel GO 500

Modules

DIM 1 Digital Input Module

Features: User-fittable digital input module. Supports AES-EBU, AES3id, and S/P-DIF (with adapter). Volume control and delay via user bits (IEC 60958-1) is possible. Selector switch for Analog, Digital A, Digital B, and Delayed Analogue. Status is indicated on the loudspeaker display.

Connectors: XLR-F, BNC in, and buffered BNC out.

Sampling Rate: 20 ... 216 kHz

Bit Depth: 16 ... 24 bit

Suitable for: O 410

Brand: Klein + Hummel DIM 1

HPU Highpass Module

Features: Highpass module with 24 dB/oct. filter. Crossover frequency can be selected over the range 50 - 140 Hz in 10 Hz steps.

Suitable for: Pro M 1012

Brand: Klein + Hummel HPU

TPU Lowpass Module

Features: Lowpass module with 24 dB/oct. filter. Crossover frequency can be selected over the range 50 - 140 Hz in 10 Hz steps.

Suitable for: Pro M 1012

Brand: Klein + Hummel HPU

Remote Controls

WRC 1012 Wired Remote Control

Features: A wired remote controller for volume, solo, muting, and setup selection

Color: Grey
Suitable for: Pro M 1012

Brand: Klein + Hummel WRC 1012

RC 1012 Infrared Remote Control

Features: An infrared wireless remote controller for volume, setup selection, and Pro M 1012 configuration

Color: Black
Suitable for: Pro M 1012

Brand: Klein + Hummel RC 1012

RC 55 Infrared Remote Control

Features: An infrared wireless remote controller for volume, setup selection, and Pro C 28 or O 500 C configuration

Color: Black
Suitable for: Pro C 28 and O 500 C

Brand: Klein + Hummel RC 55

SRC 1 Subwoofer Remote Control

Features: A hardware controller used to remotely control the system volume, LFE gain, and bass management bypass. A remote cable (RC nn) must be purchased separately.

Connector: Neutrik EtherCon RJ45 socket
Material: ABS
Color: Black
Dimensions: 50 x 120 x 153 mm (2” x 4 3/4” x 6”)

Weight: 200 g (7 oz)
Suitable for: O 810, O 870, SEA 1, RC 2, RC 5, RC 10, RC 15, RC 20, RC 25, and RC 30
Brand: Klein + Hummel SRC 1

SEA 1 Subwoofer EtherCon Adapter

Features: Enables the connection of multiple subwoofers to a single remote controller: SRC 1, SRC 2, or any other source of RS-232 data. Up to three subwoofers can be driven off one SEA 1. Additional SEA 1s are required for larger systems. Remote cables (RC nn) must be purchased separately.

Connectors: Four Neutrik EtherCon RJ45 sockets
Material: ABS and Aluminum
Color: Black

Dimensions: 80 x 84 x 40 mm (3 1/8” x 3 1/4” x 1 5/8”)

Weight: 175 g (6 oz)

Suitable for: O 810, O 870, SRC 1, SRC 2, RC 2, RC 5, RC 10, RC 15, RC 20, RC 25, and RC 30
Brand: Klein + Hummel SEA 1
Remote Electronics Kits

MA 19 Mounting Frame

Features: A 3U frame used to mount a pair of MM 201, MM 201 D, M 50, M 50 D, M 51, M 51 D, M 52, or M 52 D into a 19” rack.

Dimensions: 19” format, 3 U high
Material: Steel
Color: Black
Suitable for: MM 201, MM 201 D, M 50, M 50 D, M 51, M 51 D, M 52, and M 52 D

Brand: Klein + Hummel MA 19

REK 1 Remote Electronics Kit

Features: A kit to locate the electronics panel up to 30 m (90’) away from the loudspeaker cabinet. A Cable Pack (CP 2, CP 5, CP 10, CP 15, CP 20, CP 25 or CP 30) is also required. Can be fitted into standard 19” racking. Connectors can be mounted on the back or base of the chassis.

Connectors: Neutrik NLT8MPR and Neutrik NE8MC

Chassis Dimensions: 607 x 482 x 102 mm (23 7/8” x 19” x 4”), 14 U
Chassis Weight: 8.0 kg (17.64 lb)

Cable Adapter Dimensions: 341 x 286 x 75 mm (13 3/8” x 11 1/4” x 3”)

Cable Adapter Weight: 1.85 kg (4.08 lb)

Color: Black
Suitable for: O 410 / CP 2, CP 5, CP 10, CP 15, CP 20, CP 25, and CP 30

Brand: Klein + Hummel REK 1

REK 2 Remote Electronics Kit

Features: A kit to locate the electronics panel up to 30 m (90’) away from the loudspeaker cabinet. The electronics panel can be placed close to the source and/or in a position where the controls are more easily accessed. A Subwoofer Cable (CP 2, CP 5, CP 10, CP 15, CP 20, CP 25 or CP 30) is also required. Can be fitted into standard 19” racking. Connectors can be mounted on the back or base of the chassis.

Connectors: Neutrik NL4MD-H

Chassis Dimensions: 343 x 482 x 100 mm (13 1/2” x 19” x 4”), 8 U
Chassis Weight: 3.6 kg (7.9 lb)

Cable Adapter Dimensions: 319 x 289 x 80 mm (12 1/2” x 11 3/8” x 3 1/8”)

Cable Adapter Weight: 1.0 kg (2.2 lb)

Material: Steel
Color: Black
Suitable for: O 810 and O 870 / SC 2, SC 5, SC 10, SC 15, SC 20, SC 25, and SC 30

Brand: Klein + Hummel REK 2

Mounting Hardware

C 15 Eyebolt
Features: Eyebolt with M8 external thread for mounting directly into the threaded inserts on the back of the (O 110) loudspeaker.
Colour: Silver
Suitable for: O 110, O 110 D, P 110, O 300, and O 300 D
Brand: Klein + Hummel C 15
KG 30 Ball Clamp Bracket

Features: With M8 male thread for mounting directly into the threaded inserts on the back of the loudspeaker.
Colour: Black (RAL 7021) or white (RAL 9010)
Suitable for: O 110
Brand: Klein + Hummel KG 30

LH 7 Microphone Stand Adaptor

Features: Microphone stand adaptor with 1/2” internal thread and M8 external thread to mount on tripods with 1/2” thread.
Colour: Silver

Suitable for: O 110, O 110 D, and P 110
Brand: Klein + Hummel LH 7
LH 8 Microphone Stand Adaptor

Features: Microphone stand adaptor with 3/8” internal thread and M8 external thread to mount on tripods with 3/8” thread.
Colour: Silver

Suitable for: O 110, O 110 D, and P 110
Brand: Klein + Hummel LH 8
LH 11 Microphone Stand Adaptor

Features: Allows vertical angle adjustment for the loudspeaker. Can be used on a meter bridge, microphone stand, or other flat surface such as a wall.

Colour: Black (RAL 7021)
Suitable for: M 52 and M 52 D
Brand: Klein + Hummel LH 11

LH 25 ‘U’ Bracket
Features: Mounting bracket for loudspeaker stand or ceiling mounting.

Colour: Black (RAL 7021) or white (RAL 9010)
Suitable for: O 300 and O 300 D
Brand: Klein + Hummel LH 25
LH 27 Ball Clamp Mount
Features: Universal swivel mount for wall or ceiling mounting.
Colour: Black (RAL 7021) or white (RAL 9010)
Suitable for: O 110, O 110 D, and P 110
Brand: Klein + Hummel LH 27
LH 28 Tripod Stand Adapter
Features: Adapter for mounting onto a 35mm tripod stand.
Colour: Black (RAL 7021) or white (RAL 9010)
Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C
Brand: Klein + Hummel LH 28
LH 29 Lighting Stand Adapter
Features: Adapter for mounting onto a lighting tripod stand or truss bar.
Colour: Silver
Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C
Brand: Klein + Hummel LH 29

LH 31 ‘L’ Bracket
Features: Adapter for mounting onto a stand or ceiling.
Colour: Black (RAL 7021) or white (RAL 9010)
Suitable for: O 110, O 110 D, and P 110
Brand: Klein + Hummel LH 31
LH 32 Wall Mount Bracket
Features: Adapter for mounting the loudspeaker onto a wall.
Colour: Black (RAL 7021) or white (RAL 9010)
Suitable for: O 110, O 110 D, and P 110
Brand: Klein + Hummel LH 32
LH 33 Tilt Connector
Features: 0-15 degree tilt connector.
Colour: Black (RAL 7021)
Suitable for: O 110, O 110 D, P 110, O 300, and O 300 D
Brand: Klein + Hummel LH 33

LH 35 ‘U’ Bracket

Features: Mounting bracket for loudspeaker stand or ceiling mounting.

Colour: Black (RAL 7021)
Suitable for: O 500 C

Brand: Klein + Hummel LH 35

LH 36 Tilt Adapter

Features: Tilting adapter for a loudspeaker mounted on a subwoofer or stand.

Colour: Black (RAL 7021)
Suitable for: O 500 C, O 410, O 300, and O 300 D

Brand: Klein + Hummel LH 36

LH 37 35 mm Adapter

Features: Adapter for 35mm flanges.

Colour: Black (RAL 7021)
Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C

Brand: Klein + Hummel LH 37
LH 38 Ceiling Mount Bracket
Features: Adapter for mounting onto a ceiling.

Colour: Black (RAL 7021) or white (RAL 9010)

Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C

Brand: Klein + Hummel LH 38

LH 41 Base Plate
Features: Adapter to fit the loudspeaker onto a tripod stand.
Colour: Black (RAL 7021)

Suitable for: O 300, O 300 D, O 410
Brand: Klein + Hummel LH 41
LH 42 Ceiling Mount System
Features: Adapter to suspend the loudspeaker from a ceiling.

Colour: Black (RAL 7021)

Suitable for: O 410

Brand: Klein + Hummel LH 42
LH 43 Ceiling Mount Plate
Features: Adapter to mount a loudspeaker onto a surface such as a ceiling.

Colour: Black (RAL 7021)

Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C

Brand: Klein + Hummel LH 43

LH 45 'L' Bracket

Features: 'L' shaped adapter to mount a loudspeaker onto a wall.

Colour: Black (RAL 7021)

Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C

Brand: Klein + Hummel LH 45

LH 46 Adjustable Ceiling Drop Adapter
Features: Mounting hardware to vertically position a loudspeaker suspended off a ceiling.

Colour: Black (RAL 7021)

Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C

Brand: Klein + Hummel LH 46
LH 47 Mounting Adaptor 115 mm
Features: Ceiling mount adaptor plate 115 mm

Colour: Black (RAL 7021)

Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C

Brand: Klein + Hummel LH 47
LH 48 Tripod Adaptor Plate 115 mm
Features: Tripod adaptor plate (115 mm) to mount on König & Meyer tripods No. 26790 and No. 26795.

Colour: Black (RAL 7021)

Suitable for: O 110, O 110 D, P 110, O 300, O 300 D, O 410, O 500 C

Brand: Klein + Hummel LH 48
