
MX W1 Free your 
           sound

 High-fi delity Stereo Sound

 True Digital Wireless

  High quality, uncompressed wireless stereo transmission 
over a robust 2.4 GHz digital link

  No setup required – Just plug and play. Simply fi x on the transmitter to 
your personal audio/video player, put on the earphones and turn it on!

  Compatibility with all other Kleer enabled audio/video devices

  Dynamic speaker systems with powerful neodymium magnets 
deliver clear and detailed audio reproduction

  “Twist-to-fi t” system and comfortable earpads allow 
for the best custom fi t

  Carrying case with quick-charge functionality enables up to 
three full recharges to receivers while ‘on the move’!

  Compatible with MP3, CD, DVD players and iPod

 Delivery includes:  Two wireless receivers  (earphones with 
Twist-to-Fit functionality)
Small and lightweight transmitter for 
broadcast of wireless signals 
Carrying case with integrated charging capability
Multi-country power adaptor
Eat adapter set, User manual

High-end digital wireless 
earphones for unmatched 

listening freedom and 
detailed stereo sound! 

For more than 60 years, 
Sennheiser has captured 

the imagination of sound 
professionals and music 
lovers. The new MX W1 

continues this spirit, 
delivering high-fi delity 

stereo sound. It commu-
nicates uncompressed 

audio over a robust digi-
tal link enabling you to 

enjoy your music without 
the hassles of cords.
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Headphone MX W1 MX W1 (Asia) MX W1 (NE Europe)

EAN No. 40 44156 03013 5 40 44156 03081 4 40 44156 03082 1

UPC No. 6 15104 14391 3 6 15104 14507 8 6 15104 14508 5

Cat. No. 502494 502526 502527

General Data

Design ergonomic ear-canal phones

Transducer principle dynamic, closed

Ear coupling intraaural

Frequency response 19 – 20,000 Hz

Nominal impedance 32 O

SPL at 1 kHz, 1 Vrms 115 dB 

Weight Receiver 10 g (each)

Weight Transmitter 16 g

Weight Charging Station 42 g

Packaging

Design bookstyle carton

Packaging dimensions (W x H x D in mm) 160 x 200 x 82

Carton dimensions (W x H x D in mm) 553 x 233 x 355

Units per carton 12

Languages English, German, English, German, English, German,

 French, Spanish, Chinese (long), Chinese (short), Russian, Polish, 

 Portuguese, Arabic Japanese, Korean, DK/NOR, Swedish, 

  Bahasa Indonesia Italian

Specifi cations


