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Regional Variant Information

This PDF document has been created using information from the original SpeechLine Digital Wireless user manual.

You can access the full HTML instruction manual in the download section of the SpeechLine Digital Wireless product page at 
https://www.sennheiser.com/en-us/product-families/speechline-wireless
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Country-Specific Variants

As part of your initial system planning, please check which 
country variant of SpeechLine Digital Wireless is suitable for 
your location. The following eight country variants are 
available.

The country variant to be used determines the maximum 
number of links per range which can be used in the 1.9 GHz 
frequency band.

-3 EU Variant:
►     

-3 UK Variant:
►     

-3 AU Variant:
►

Main countries
and regions

Power supply Wireless links
per reception range

Frequency range

Europe
Indonesia
India up to 20

Main countries
and regions

Power supply Wireless links
per reception range

Frequency range

UK
Hong Kong
Singapore
Malaysia up to 20

Main countries
and regions

Power supply Wireless links
per reception range

Frequency range

Australia
up to 20
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-4 EU Variant:
►

-4 US Variant:
►

-5 US Variant:
►

-6 US Variant:
►

-7 EU Variant:
►     

Main countries
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per reception range
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Latin
America up to 10

Main countries
and regions

Power supply Wireless links
per reception range
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USA
Canada up to 10

Main countries
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Japan
up to 4

Main countries
and regions

Power supply Wireless links
per reception range
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Taiwan
up to 12

Main countries
and regions

Power supply Wireless links
per reception range

Frequency range

Brazil
up to 12




